Part 1  General

1.1  Summary
    .1  Unless otherwise indicated, follow the standards below when specifying demolition work. These standards are not intended to restrict or replace professional judgment.

1.2  Design Requirement
    .1  For Waste Management of Demolition/Deconstruction, refer to Section 01 74 21 Construction/Demolition Waste Management and Disposal.
    .2  Clearly indicate items or equipment to be relocated. Indicate their actual and future location.
    .3  Indicate to protect existing items designated to remain and items designates for salvage
    .4  Indicate on plans the location of all temporary partitions requested for dust control.
    .5  In the event that existing components contain hazardous materials, consult the University Project Manager, refer to Section 02 82 10 Asbestos Abatement

1.3  Restriction
    .1  Crane cannot operate on McGill Campus during the day between 8:00 am and 17:00 pm, without special approval by the Project Manager.
    .2  Location of crane must be approved by the Project Manager.
    .3  Specify the period of the day to avoid noise in the building.
    .4  Specify with the Project Manager temporary storage spaces, if necessary, and path of waste evacuation.
    .5  The project Manager has to coordinate the project schedule to minimise the disturbance for users.

Part 2  Products

2.1  Temporary Protection
    .1  Refer to Section 01 56 00 Temporary Barriers and Enclosures.

Part 3  Execution

3.1  Cleaning
    .1  Specify the frequency of cleaning and the appropriate methods.
.2 The use of “Sticky mat” at the thresholds of interior construction sites will reduce propagation of dust

END OF SECTION 02 41 16